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Copyright Notice

l

Velanalysis III is the property of Data

Harvest Group Limited and is supplied

subject to normal copyright law.

The enclosed disc may only be copied for

the purpose of security or backup.

Licenses are available from Data Harvest

to allow multiple copies to be made for

use within an Institute or organisation.

No copyright protection is built into

the disc for the convenience of the end

user and as such Data Harvest trust that

the purchasers of Velanalysis III will

respect copyright. by providing copies

only for their own use on one computer.

Warranty

Velanalysis III is warranted for 12

months from the date of purchase against

malfunction due to poor workmanship
or

materials. Data Harvest limit this

action to replacement of the disc and

take no responsibility
for any

consequential damage or delays.

Uelanalysis III is guaranteed to work on

the EEC E. 3+. and Master series of

microcomputers fitted with Acorn DFS.

Acorn compatible sideways RDHS such as

Hordwise or Hordwise Plus. No assurance

is given that Velanalysis III will work

with other versions of DFS or other

sideways ROMS but we normally expect that

there will be no problems.
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Introduction.

Velanalysis III supersedes version I and II. The program fera a

more comprehensive analysis and plotting routines. When data is

transferred to the micro the data is displayed immediately on the

screen. New features include:

-
enhanced expansion facilities. any portion of the graph may be

selected and displayed on the screen.

1'

Cursor measurements have added features:

—
Automatic plotting up maximum. minimum. mean and EMS values are

available.

-
The ability to derive a moving average from the data with a

variable window is provided.

Velanalysis III is very simple to use. The pull down menus toggle

with either the 'esc' or 'copy' keys. Henu selections are made by

selecting the first letter of the word.

Getting Started.

You will require :*

1} a sec 's'. ssc 3+ or use Master microcomputer.

21 A colour (Preferable) or black and white monitor.

3} A disc drive capable of reading 40 track discs.

4} optional
—

a suitable printer capable of receiving and printing

a screen dump.
—

See appendix 2.

The very first thing you should do is to make a copy of Velanalysis

III and place the original supplied by us in a safe place away from

the computer. Only work on back up copies of the original.

Now read through the whole of section 2 to 4 once. before doing

anything.

Initially in order to familiarise yourself with Velanalysis III it

would be useful if you had Vela connected to an oscilloscope as well

as to the user port of your micro computer (Refer to Vela Technical

Hanual for details on making the appropriate connections]. This

will enable you to log data on Vela and then compare the output to

the oscilloscope with that displayed on your computer. An easy way

of obtaining a quick data logging on Vela is to use program fll

parameter 01. trigger set to Internal. Touching channel 1 input

with your finger should record the AC noise produced by your hand.

Experiment with the amplifier gain switch on channel 1 until you

obtain a 50H: AC waveform when played back to the oscilloscope.
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If you have problems
—

refer to Vela technical
manual page 13.

section 2.1
—

Fast Transient
Recorder.

From here on it is assumed that you have Vela connected
to the micro

computer and that some logging has been completed
on Vela which is

now flashing 0-P.

Insert Velanalysis
III intc drive 0 of your disc drive. Beet the

disc by pressing 'Break' while holding down the 'Shift' key.

flur logo.page will appear for a few seconds then the Main Menu will

be displayed.

'

NB: The pull down menus are activated
by pressing

either 'esc' or

'cvpr'-

Configure.

The purpose of the configure program is to allow the user to change

the colours used or the position of the displayed
information

on

the screen.

Press Break then type *CDNFIG followed by return.

Use the F key to change the foreground colour and B key to change

the background colour.

Use the up or down arrow keys to centralise the display.

When you are happy with the display press return. You will then

need to 'Boot' the disc as before.

You will then be returned to the menu as before but the screen will

be as you have configured it. The screen will always appear in

this way unless you use *CDNFIG again.
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2.2 Hain Henu Dptions.

The following options are available
from the main menu.

At any
time you can abort and return to the main menu by pressing

escape.

UOLTS

HHIH MENU

2'5‘
Tnatflacu

Dasu*mflu5

1.25_
_ Phriwlatim

E

nfijufi

E

—2 . 5

I

a
rss 1s24

2.2.1 Main Menu Dption
-

Transfer

Selecting 'Transfer' by pressing 'T' gives you the option of

transferring data from either UELA or from Disk.

If VELA is chosen then you are requested into which of the 4

buffers to store the data. As VELA has 4 channels, each channel

could be stored in each buffer.

If Disk is selected then further selections
are given. Data may be

loaded from disc, again a buffer will be requested.
Similarly to

save a data file you will be asked for the buffer you wish to save.

Dnce selected you will be prompted for a file name.

Two further options are available under Transfer Disk:

Catalog
—

will display a directory of the saved data files on

your disc.

Change Disk
—

allows data to be savedfloaded
from another disc

drive.
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2.2.2 Hain Henu Dptiun
—

Cursor Values

Selecting 'Eurscr Values'

intc ViEH.

”25m

by pressing 'C' brings the curscr
menu

B 512

Find Peaks
-

Dpticns -

Printer Dumps —

Calculate Hean
—

Determine HHS
—

1824 1535 2843

MEECS

Autcmatically finds the greatest cr

smallest value an the screen display.

Label axis
-

will scale the x and y

axis in the apprcpriate units.
If

Educaticnal Electrcnics' senscrs are

being used then the scaling Hill be

in the ccrrect physical units.

Graticules
-

tcggles the graticule

lines on the display.

Allows the screen display tc be

printed.
A chcice cf size cf screen

dumps are available.

Determines the arithmetic Mean cf the

wave farm. This may be either the

whale captured data or if the screen

has been expanded cnly the mean cf

that parties en the screen.

The same as 'Calculate Hean' except

that the EMS is calculated.
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Values Cursor
-

Initiates a cursor that can be moved

through the waveform by the left and

right arrow keys. The cursor may he

speeded up by pressing the 'shift' key

at the same time as the arrow keys.

2.2.3 Main Menu flption
-

Manipulation

Selecting 'Manipulation' by pressing 'M' activates a new menu.

Hflntfiamfi

..

'_ai'-'

.........................

HHHIFULRTIDN

flifithm"-

..Sdfinafliu1'

Inwrshn-u

:-

Addition
—

Allows two buffers to be summed.

are prcmped to choose the buffers

th

ST.

Subtraction
—

Si

Inversion
—

Th

e resulting waveform

cred.

milar to 'Addition'.

is simply inverts the

119

You

and

he

waveform.

You are requested the buffer to invert

and the buffer to store the result.

Mean Trace
-

re

wh

ca

I'E'

Si

fo

ca

th

Calculates a moving average.

buffer f

will

quested to select the

ich the moving average

lculated and the buffer

sult to be stored.

x choices of window size are

r the moving average

You

for

to

are

rom

he

the

given

be

lculated. To select a window press

e first digit of that
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2.2.! Main Henu Option
-

Options

Options —

Label axis
—

will scale the x and y

axis in the appropriate
units.

If

Educational
Electronics'

sensors are

being used then the scaling
will be

in the correct physical units.

e
Graticules

-
Toggles'the graticule

lines on the display.

2.2.5 Main Menu Dption
—

Printer Dumps

Dptions —
The user will be given the options of

LARGE or SHALL graphics dumps. LARGE

is approximately
the full width of an

80 column printer and SMALL covers

about half this width.

Should no printer be attached to the

computer
or the printer is switched

off, then a message 'No printer found'

will be displayed briefly on the

monitor screen.

Velanalysis III Manual.
Page 9

March 1933



At the bottom of the screen other choices are availabl

'

e

need to press 'esc'.
"lthflut the

Type 'E' for expand highlights the bottom left hand corner. this

highlighted rectangle may be moved to any desired section, by

pressing any of four arrow keys. Pressing '5' allows the size of

the highlighted rectangle to be altered. Once you have moved the

highlight to the desired portion of the

screen.

press 'return' and

that portion wilr be displayed
'

UDLTS

..W;hL£&%HmWMWMMMWMM ..........$iJflJ-

J
l

u I

i -H

MSEES

rd TD ”DUE HIHDDH

UDLTS

While in the expanded mode the four arrow keys will allow the

display to be scrolled.

To return to the full screen press 'N'.

Notes: 1. If you should inadvertently enter an option in error,

you can return to the initial menu by pressing ESCAPE key.
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Having Preblems.

Velanalysis III has been tested thereughly
and sheuld give yeu

treuble free use. Hewever there are certain circumstances
ef usage

which are beyend eur centrel which may cause preblems. This is meet

likely te be when sideways RDHS are fitted.

Velanalysis III leeks te see which sideways RDHS are present and

fellews recemmended metheds te switch these. ROMS eut 'during

-initialisatien. Hest sideways ROMS will net effect Velanalysis III

eperatien. Hewever. if a sideways ROM is fitted which uses nen

recemmsnded pretecels. er pretectien frem being switched eff. it is

pessible that cempetitien fer RAH space will eceur between the regue

HUM and Velanalysis III. This may manifest itself in unpredictable

errers such as inability te self beet. cerruptien ef data. er

inability te lead data frem Vela.

If yeu have inexplicable preblsms we suggest yeu try Velanalysis III

en a BBC which is as minimally upgraded as pessible te ascertain

whether the fault really lies in Velanalysis er the BBC.

Past experience has shewn that apparent nen*sensical data has usu-

ally been attributable te hardware malfunctiens such as user perts

er incerrect data legging.

Finally, if yes cannet reselve yeur preblem please centact us and we

will try to help.
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Appendix
1

Examplea ef Screen dumpa.

vaLIs

.295

. Lm‘

W

B 3.76 1?.4 26.1 3i.3

«SEES

A A Sine Wave eentaining neiae

B Above sine wave after

application of moving

average
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C Sine wave with superimposed

damped oaoillation traoe.

NOTE: gratioule line

cursor and displayed
value

at ouraor position.

Buffer 1 Buffer 2 Buffer 3 Buffer 4

UflLTS
UDLTS

6.?352
1.362?

"SEES
MSEES

361
12.3?6

UDLTS

2!

EL

3:“

Lg

aim: _-

a

Y

__

2

B 3.?8 1?.1 26.1
34.3

MSECB

D Similar to above but

without the gratioule lines.
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Appendix
2

This acftuare ia cnly suitable
for uee with EPSDN. .

+ ccmpatible

printers tflh have dct graphics capability.

NDTE: The ecftware aaeumee that a printer with a parallel interface

is attached tc the computer.
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